Ultra-Hard Top P2 Plus’ @ OO O D

Store hazardous drums safely outdoors with pumps and funnels in place

+ Tall 23 3/4” head space easily accom-
modates rotary drum pumps and large
conical funnels.

+ Low profile (8 3/4”) containment pallet
positions drum-top funnels at a safe,
convenient level to pour hazardous
wastes.

+ 100% polyethylene construction will not
rust or corrode.

+ Meets SPCC, EPA Container Storage
Regulation 40 CFR 264.175.

+ Helps meet Stormwater Management
Regulations — NPDES, 40 CFR 122.26
(1999).

Ultra-Hard Top P2 Plus is lockable with a standard padlock,
and can be safely lifted by forklift with drums in place.

9y,

“Swing out” lower doors provide
full access to drums for loading

and unloading — optional ramp

features a non-slip surface.

Loading Ramp (Part# 0676) stores
neatly inside the containment unit
when not in use.

U.S. Patent No. 5,615,608
Description

Dimensions in. (mm) Uniformly Dist. Load Lbs. (kg)

Containment Capacity gal. (L)

Weight Lbs. (kg)

9612  P2Plus (2-Drum) Without Drain ~ 67% x 414 x 74 (1,708 x 1,047 x 1,677) 4,500 (2,041) 66 (250) 260.0 (118.0)
9613 P2 Plus (2-Drum) With Drain 67 x 41% x 74 (1,708 x 1,047 x 1,677) 4,500 (2,041) 66 (250) 260.0 (118.0)
0676  Ramp - Non-slip, Polyethylene 55% % 28Y2 x 8% (1,410 724x222) 700 (318) - 43.0(19.5)

Ultra-Hard Top P4 Plus @ OO O D

Safely store 4 drums outdoors

+ Unique "dual closure” offers significant ergonomic and
convenience benefits — drums are easily accessed
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from either side.
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+ Low profile (8 3/4”) containment pallet positions drum-tops at a safe,
convenient level to pour wastes into funnels or to use drum pumps.

+ Roll-top covers can be easily lifted from waist height to
access drum tops — no need to reach near ground level.

+ Forkliftable, lockable, all-polyethylene construction.

+ Helps meet Stormwater Management Regulations —
NPDES, 40 CFR 122.26 (1999).

+ Meets SPCC and EPA Container Storage
Regulation 40 CFR 264.175.

U.S. Patent No. 5,615,608
Description

Dimensions in. (mm) Uniformly Dist. Load Lbs. (kg)

Containment Capacity gal. (L)

Weight Lbs. (kg)

9636 P4 Plus (4-Drum) Without Drain ~ 64%2x62x79 (1,638 x 1,575% 2,007) 9,000 (4,082) 75 (284) 440.0 (200.0)
9637  P4Plus (4-Drum) With Drain 64Y2x62x79 (1,638 x 1,575% 2,007) 9,000 (4,082) 75 (284) 440.0 (200.0)
0676  Ramp - Non-slip, Polyethylene 55% x 28% x 8% (L410x 724x222) 700 (318) — 43.0(19.5)
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